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Freedonia Group 
Anticipates Increased 

Lubricant Demand 
According to a new U.S. 
market study from Freedonia 
Group Inc., high oil prices 
and increased environmen-
tal regulations have sparked 
increased interest in syn-
thetic basestocks, while an 
increased number of vehicles 
is expected to increase over-
all demand for lubricants in 
the U.S. by 0.8 percent per 
year until 2012. However, 
the firm suggests volume gains 
will be restricted by increasing 
trends toward smaller vehicles 
and higher quality, longer 
lasting lubricants capable of 
extended drain intervals.

Increased Demand for 
Fuel Additives

Many consumers hoping to 
avoid expensive new vehicle 
payments and repair bills 
have turned to performance 
products as a way to extend 
vehicle life. In fact, business 
research and consulting firm 
Frost & Sullivan cites octane 
boost, fuel treatments and 
fuel injector cleaners as es-
pecially hot sellers. AMSOIL 
P.i. Performance Improver 
and AMSOIL Series 2000 
Octane Boost are top-of-
the-line fuel additives that 
provide increased power and 
performance in both new and 
older vehicles.

If the Service Line has not reached 
the appropriate person at your 
place of business, please go to 
the commercial/retail account zone 
at www.amsoil.com and enter 
the name and address for the 
person who should receive it.

AMSOIL has reformulated its Pre-
mium API CJ-4 Synthetic 5W-40 
Diesel Oil (DEO). In addition, 
AMSOIL now offers a new 15W-40 
Premium API CJ-4 Synthetic Die-
sel Oil (DME). These excep-
tional diesel oils provide a 
level of protection afforded 
only by a truly high-quality 
synthetic oil – and do so 
over drain intervals of 3X 
OEM recommended drain 
intervals. They are the pre-
mium choice for API CJ-4 
emission-compliant diesel 
oil required by model-year 
2007 and newer diesel 
engines. Formulated for ve-
hicles fitted with exhaust treatment devices, 
DEO and DME are also backwards compat-
ible, offering maximum protection to all diesel 
applications.

New Drain Interval 
Recommendations
AMSOIL Premium CJ-4 Diesel Oils are recom-
mended for extended drain intervals in engines 
that are unmodified and in good operating 
condition. In diesel applications, the recom-
mended drain interval for AMSOIL Premium 
Diesel Oils is three times the original equip-
ment manufacturer’s (OEM) recommendation, 
not to exceed 50,000 miles/600 hours or one 
year, whichever comes first. Drain intervals 
can be extended further with oil analysis. In 
gasoline applications, the recommended drain 
interval is two times the OEM recommenda-
tion, not to exceed 15,000 miles or one year, 
whichever comes first. In addition, normal 
and severe service are defined by the OEM, 
not AMSOIL. To determine the drain interval 
for a particular diesel application, refer to the 
owner’s manual for the OEM’s definitions of 
normal and severe service and multiply the 
OEM’s corresponding drain interval recom-
mendation by three for the recommended ser-
vice interval for AMSOIL Premium API CJ-4 
Diesel Oils. For example, if the OEM recom-

mendation for normal service is 
10,000 miles, AMSOIL Premium 
Diesel Oils would be recommended 
for 30,000 miles. 

Premium Synthetic 
Formulation
AMSOIL Premium API 
CJ-4 Synthetic 5W-40 and 
15W-40 Diesel Oils are en-
gineered using the latest, 
highest-quality synthetic 
base oils and most ad-
vanced additive chemicals. 
Their heavy-duty deter-
gent/dispersant additives 

and 10.4 TBN formulation 
control soot-thickening from exhaust gas 

recirculation (EGR) and blow-by to protect 
against corrosion and cylinder bore polish-
ing (wear) and help prevent the formation of 
varnish/sludge deposits. AMSOIL Premium 
Diesel Oils are shear stable and provide ex-
ceptional oxidation stability to resist heat and 
breakdown in high temperatures. In addition, 
their low sulfated ash formulation promotes 
long diesel particulate filter (DPF) life. 

Maximum Fuel Economy, 
Reduced Oil Consumption
AMSOIL Premium CJ-4 Diesel Oils have a very 
low high-temperature volatility rate (burn off). 
Because less oil vapor passes into the 
combustion chamber, oil consumption and 
emissions are reduced. Additionally, lower 
volatility helps AMSOIL Synthetic CJ-4 Diesel 
Oils retain their viscosity after high-temperature 
service for continued dependable protection 
and excellent fuel economy. In fact, the Envi-
ronmental Protection Agency’s (EPA) Federal 
Test Procedure (FTP) confirms that AMSOIL 
5W-40 Diesel Oil provides up to 3 percent 
better fuel economy than conventional 15W-40 
diesel oils. Maximized fuel efficiency, extended 
drain intervals and reduced oil consumption 
add up to maximum value and minimal envi-
ronmental impact.

u.S., canada & puerto rico toLL-free ordering: 
1-800-777-7094
Hours: 7 am to 5 pm, central Time, monday through friday.

N O T E S AMSOIL Boosts CJ-4 Diesel Oil Offering

Continued on page 2

Svcline93368.indd   1 3/27/09   9:05:08 AM




